B AudioSource:

AudioSource’ AMP1200VS
MULTI-ZONE POWER AMPLIFIER

AMP1200VS
Multi-Zone Power Amplifier

Featu res. Features (Continued)
12 Independent Channel inputs, 2 Buss Inputs Rack Mountable (Rack Mount Included)
2 Buss Outputs ' LED Status Indicator Lights
Independent Channel Gain Controls Phoenix-Style Speaker Connectors
Manual, Auto, or Triggered On/Off Modes Stable Class A/B Design
Bridgeable Channel Outputs Extensive Protection Circuitry
16.5"(419mm)
| |
N Specifications:
4.0 | Frar——
(102mm) O Stereo (8 ohm): 40W per channel, <0.2% THD+N
_ — — Stereo (4 ohm): 40W per channel, <0.2% THD+N

Bridged Mono (8 ohm):  80W, 1kHz, <0.2% THD+N

Frequency Response: 10Hz ~ 50kHz, +0dB/ -3dB
Signal to Noise Ratio: 100dB below 40W output into 8 ohms
Channel Separation: 70dB
Input Sensitivity: Variable, 350mV to 2.8V for rated power
14.25" into 8 ohms
(361mm)
AC Power Consumption:  1000W maximum
Net Weight: 30lbs / 13.6kgs
Gross Weight: 38.6lbs / 17.5kgs

AMP1200VS o
AudioSource 12 x 40 Watt Multi-Zone Power Amplifier . AudioSource
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MSRP : $1099.99 MAP : $899.99 UPC: 041087906731 MP: 1 | 3or0swizonal R
Shipping Carton Weight / Dimensions |bs-in: 38.6lbs - 21.5" x 19.5" x 8.8" kg-mm: 17.5 - 546 x 495 x 224 OR 97223 Tel: 503.914.4688




